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The Visiplex VNS2620 is a unique 
wireless PA speaker that comes with 
integrated multi-color LED beacon lights, 
offering visual alerts as well as audio. 
The VNS2620 is able to play live audio 
broadcasts, pre-recorded messages, 
activate alerts with multi-color beacon 
lights and initiate scheduled break 
bell tones. Fully controlled by wireless 
commands from a Visiplex base 
station, this multi-functional speaker 
can enhance communication efforts 
during emergencies and day-to-day 
operations for any type of organization, 
such as: schools, colleges, office 
buildings, warehouses and commercial 
facilities.

VNS2620 KEY FEATURES

BREAK BELLS
Plays scheduled, 
synchronized break bells

VISUAL ALERTS
Multi-color LED beacon 
lights

POWER OPTIONS
Power with an AC outlet or 
low-voltage POE

BATTERY BACKUP
Built-in backup for power 
outages 

FM RADIO TRANSMITTER
Broadcast music from a 
connected device

AUDIO ALERTS
Delivers live or pre-
programmed PA alerts

Powerful PA Voice Messaging, Visual Alerts, Easily Expandable
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VNS2620 SPECIFICATIONS
Parameter Description

Color Off-white, programmable multi-color LED lights

Frequency Band UHF 402-470 MHz

Dimensions 11.8” x 7.3” x 5.3”, 300mm x 185mm x 135mm (W x H x D)

Weight 71oz, 2013g; With battery backup: 92oz, 2608g

Power 12V DC / 3A (Using 100-240V AC), POE option

Power Consumption 36W Maximum power consumption

Operating Conditions Temperature 320-1300, Humidity 0-95% non-condensing

Audio Output Two built-in, high-power, high fidelity speakers

Frequency Range 85-12000 Hz

Sound Level 90 dB at 1m

Speaker Cable 16 Gauge, 3’ Supplied; 150’ Exstension

Mounting Wall or ceiling, swivel mounting bracket

OPTIONS

VNS2681 Built-in battery backup power

VNS2682 Built-in FM Radio for private or commercial stations

VNS2685 Wireless supervision for remote unit status diagnostic and monitoring

VNS2683 Two-way radio for portable radio paging access

Warranty One Year Limited Warranty


